
Ambiente Heritage House, 1 Woodside Lane, Bell Bar, Hertfordshire AL9 6DE

t 01707 64 91 18 e info@ambienteufh.co.uk www.ambienteufh.co.uk

10004A|0415-037

ambiente®

more than underfloor

                                                                                                                               Structural flooring

                                                                                                                               17mm Ambiente UFH pipe                                                                                                            

                                                                                                                                                              Cliprail
                             

                                                                                                                             Rigid insulation board                                                                                                                                     

                                                                                                               Damp proof membrane (if required)                                                                                                        

                                                                                                                Timber battens

                                                                                                                        Concrete/timber subfloor                                                                                                              

AMBIVOID SYSTEM  
BATTENED FLOOR CONSTRUCTION

PRODUCT OVERVIEW
This is a a variant of the AmbiClip system which relies on the 
heating of the air void to heat the space above it - due to this being 
the method of heating, the actual output of the system may be 
limited in some circumstances.  

Insulation is laid between the battens (25mm minimum) and cliprail 
sections are laid across the width of the void.  Pipework is then 
run up and down the voids, clipping into the cliprail to keep it 
consistent.

This is a low-cost solution and is ideal in new-build situations 
where the insulation level is exceptional.
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                                                                         Structural sub-floor layer                                                                                                                       
                                                                                                                                                

                                                                                                                                                   17mm UFH pipe
                                                                                     

                                                                                                                                                                       Cliprail                                                                                                                                

                                                                Rigid insulation board
                                                                      

                                                                                                                        

                                                                                                                          Timber joist
     

                                                                                       Batten insulation supports                                                                                                                                       

                                                                                                                                                                                   

ambiente®

more than underfloor

AMBIVOID SYSTEM
JOISTED FLOOR CONSTRUCTION

PRODUCT OVERVIEW
This is a bespoke clip system which relies on the heating of the air 
void to heat the space above it - due to this being the method of 
heating, the actual output of the system may be limited in some 
circumstances.  

Insulation is laid between the battens (25mm minimum) and cliprail 
sections are laid across the width of the void.  Pipework is then 
run up and down the voids, clipping into the cliprail to keep it 
consistent.

This is a low-cost solution and is ideal in new-build situations 
where the insulation level is exceptional.  


